Product card

Sealed LeadrAcid Battery
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Electrical Specification:
10hour rate(11.0A) 110.0Ah
Capacity
25°C (77°F) Shour rate(18.7A) 93.5Ah
Thour rate(60.5A) 66.0Ah
40°C (104°F) 102%
Capacity s o 0
Affected by 25°C (77°F) 100%
Temperature o o )
(20hour rate) IOEET) g%
S E R 65%
Internal full charged battery
Resistance 25°CI(77 F) cAagle
Capacity after 3 month storage 91 %
Self-Discharge _ 0
at 25°C ( 77°F) Capacity after 6 month storage 82 %
Capacity after 12 month storage 64 %




Charge
(constant
Voltage)

Cycle Initial Charging Current less than 27.5A
Voltage 14.40 - 14.90V

Float Voltage 13.50 - 13.80V

Capacity (%)

Voltage (V)

Cycle service life in relation to depth of discharge:

120

100 N =
; N\ T

80 \ \
60 \4 I S .
100% D.O.D. 50% D.O.D. 30% Depth of discharge
40
20
0 200 400 600 800 1000 1200 1400

Number of cycles (cycles)

Discharge Characteristics after fully charged (25°C, 77°F):
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Discharge time




Constant Current (Amp) and Constant Power (watt) Discharge Table at 25°C (77°F):

time 10min | 15min | 30min | 1h 2h 3h 4h 5h gh 10h 20h
Sonv ElEse 182 | 1700 | 682 | 402 | 281 | 230 |196 [134 T 59
W[ 2469 | 1984 | 1227 | 773 463 328 270 231 159 1326 | 703

oooy AL 2244 1771 [ 1078 | 672 | 399 [ 279 [229 [195 134 Tk 59
' W[ 2408 | 1943 | 1206 | 764 460 326 269 230 159 1331 | 702
| 2T 171 | 1045 | 655 | 396 | 27.7 | 227 |194 [133 111 5.9
SOV w2310 | 1877 | 1174 | 747 458 324 267 229 158 1320 | 70.2
Ap— 1 -0 165 | 1020 | 638 | 39.1 | 275 | 226 [193 [132 qN 5.8
SOV T 2222 [ 1823 | 1149 | 731 453 50 266 228 157 1320 | 698

Al 194 156 | 982 | 622 | 381 | 267 | 219 |187 [128 11.0 58

1080V 2007 [ 1732 [ 1111 | 714 443 314 259 R 152 1309 | 693

Physical specification:

Nominal Voltage

12V

Nominal Capacity(10HR)

T10AH

Length

33041 mm (13.0 inches)

Width

17141 mm (6.73 inches)

Dimensions

Container Height

21442 mm (8.43 inches)

Total Height

224+2 mm (8.82 inches)

Weight

Approx 29 kg (63.8 Ibs)

Standard terminal

T1

Dimensions (mm):
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Terminal type:

Standard Terminal TT1
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